TS | SALES NO. DESCRIPTION
1 58V equip 1.42 GPM Spray Valve
2 010476-45  [#27 Washer
3 000907-45 |Spray Valve Hold Down Ring
4 5HSE44 a%glg 44" Flexible Stainless Steel
5 014068-45 |Overhead Spring
6 000821-40 |Spring Body
7 013716-40 |6" Wall Bracket
8 004R Finger Hook
9 000369-40 [3/8" NPT x 18" Riser
10 5-HDL-L g((q:lrjé[\)lvlgever Handle w/ Color Coded
11 00AA 1/2" NPT Female Eccentric Flange
12 001019-45 |Coupling Nut Washer
13 013840-45 [20mm Check Valve (2)
14 013788-45 |equip Ceramic Cartridge, LTC
15 013787-45 |equip Ceramic Cartridge, RTC

Model Number

SPR-8W00

Product Compliance:

ASME A112.18.1/ CSA B125.1
NSF 61 - Section 9
NSF 372 (Low Lead Content)

EPAct 2005 (PRSV)

Product Specifications:

Pre-Rinse Unit: 8" Wall Mount Mixing Faucet, Ceramic Cartridges,
Lever Handles, 44" Flexible Stainless Steel Hose, 1.42 GPM
Spray Valve, In-Line Check Valves, 6" Wall Bracket, & 1/2" NPT
Female Inlets
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