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Technical Product Specifications

Easyliner® Chimney Liners - For relining masonry or brick

hi h (Model No. Description
chimneys w _en gasor . LK325 Easyliner’ Chimney Liner Kit
propane appliances are being  [1x335 Easyliner Chimney Liner Kit
vented into. LK425 Easyliner’ Chimney Liner Kit
. . LK435 Easyliner’ Chimney Liner Kit
UL Listed and CUL Listed LK525 Easyliner’ Chimney Liner Kit
LK535 Easyliner’ Chimney Liner Kit
w I *| LK5525 Easyliner’ Chimney Liner Kit
\ *| LK5535 Easyliner’ Chimney Liner Kit
LK625 Easyliner’ Chimney Liner Kit
/I LK635 Easyliner’ Chimney Liner Kit
LK725 Easyliner’ Chimney Liner Kit
# — @ LK735 Easyliner’ Chimney Liner Kit
JJJJJ LK825 Easyliner’ Chimney LinerKit
~ | LK835 Easyliner Chimney Liner Kit
Easyliner” Chimney Liner Kit
one piece for Easyliner” Fireplace Liner Kits
rain cap / storm collar masonry Maximum Temperature Usage
| C | sleeve . 245°C/47 0°F
- double wall (2 ply) Material Type
S allaluminum flex liner - alloy 3003 corrosion resistant
—= / aluminum, 2 ply
B + thickness -0.010" (.25mm)
__ « UL(1777) and ULC (S635- M90) listed
~—— 11 /? S
) H General Information
3" 6" « flexible aluminum liner duct
—?7 \ 1 - one piece rain cap with storm collar
|<— A—»I « full aluminum flashing with built-in water dam
\ %H H “ + masonry sleeve
% 5.5"to 6" INCREASER — )})j) + bottom connector / pull through fitting
INCLUDED IN KIT L—51/ 5 \J LMJ.H *| » LK55 requires an increaser for connection
[ Model No. Description A B C
LK325 | 3" (7.6 cm) dia. X 25ft (7.6 m) 3"(7.6 cm) | 7" (17.8 cm) | 8” (20.3 cm) - 15 year limited warranty
LK335 | 3" (7.6 cm)dia. x 35ft(10.7m) | 3"(7.6 cm) | 7" (17.8 cm) [ 8" (20.3 cm)
LK425 | 4" (10.2 cm) dia. X 25 ft (7.6 m) | 4”102 cm) | 7" (17.8 cm) | 8” (203 cm) @ j
LK435 [ 4" (10.2 cm) dia. x 35 ft (10.7m) | 4" (102 cm) | 7" (17.8 cm) | 8” (203 cm) bottom /_’ g
LK525 | 5" (12.7 cm) dia. x 25 ft (7.6 m ) | 5”(12.7 cm) [6” (15.2 cm) [ 9" (22.8 cm) ;SlT?:SSQrJh g
LK535 | 5" (12.7 cm) dia. X 35 ft (107 m) | 5"(12.7 cm) | 6" (15.2 cm) [ 9" (22.8 cm) fitting g
%[ LK5525[ 551139 cm) dia. x 25 ft (7.6 m) [6"(12.7 cm) [6” (152 cm) | 9" (22.8 cm) s g
*[ LK5535] 5.513.9 cm) dia. x 35 ft (10.7m) | 6" (12.7 cm) [ 6” (152 cm) [ 9” 22.8 cm) §
LK625 | 6" (15.2 cm) dia. X 25 ft (7.6 m) 6”(15.2 cm) | 6” (15.2 cm) | 10" (25.4 cm) g
LK635 | 6" (15.2 cm) dia. X 35 ft (10.7m) | 6" (15.2 cm) | 6” (15.2 cm) | 10” (25.4 cm) g
LK725 | 7" (17.8 cm) dia. X 25 ft (7.6 m) 7"(17.8 cm) | 6" (15.2 cm) | 10" (25.4 cm) §
LK735 | 7" (17.8 cm) dia. X 35 ft (10.7m) | 7" (17.8 cm) | 6” (15.2 cm) | 10" (25.4 cm) .
LK825 | 8" (20.3 cm) dia. X 25 ft (7.6 m) | 8"(20.3 cm) | 6” (15.2 cm) | 101/2" (26.7 cm) aluminum flashing
| LK835 | 8" (20.3 cm) dia. X 35 ft (10.7m)| 8" (20.3 cm) | 6” (15.2 cm) | 101/2" (26.7 cm)|  ith water dam
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Deflecto's policy is one of continual product improvement in design and manufacturing wherever possible,
therefore all specifications and designs are subject to change without notice and without incurring obligations.

LK425tps-c



