
Features
• Brass construction

• Allows through-the-floor, along-the-floor, compression
joint, and solder joint installations

• Includes compression fit tee fitting and solder joint
tee fitting

• For use with Underscore® Cube baths and
BubbleMassageTM airbaths

Codes/Standards Applicable
Specified model meets or exceeds the following:

• ASME A112.18.2/CSA B125.2

CABLE BATH DRAIN
K-8150

Colors/Finishes
• NA: None applicable

Accessories

• CP: Polished Chrome

• BN: Brushed Nickel

• SN: Silver Nickel

Specified Model:

Model Description Colors/Finishes
K-8150 Cable bath drain ❑ NA

Required Accessories
K-8134 Cable drain trim kit ❑ CP ❑ BN ❑ SN

Product Specification
The cable bath drain shall be of brass construction. Drain shall allow through-the-floor, along-the-floor, compression joint, and
solder joint installations. Drain shall include compression fit tee fitting and solder joint tee fitting. Drain is intended for use with
Underscore® Cube baths and BubbleMassageTM airbaths. Cable bath drain shall be Kohler Model K-8150-____.

UNDERSCORE® CUBE
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Installation Notes
Install this product according to the installation guide.

CAUTION: Risk of property damage. Leaky drain
connections will damage property. Ensure that a
watertight seal exists on all drain connections.

If installing a new bath, install the drain before installing the
bath.

Do not kink, damage, coil, or secure the cable to any
structure.

Optional Tee (Included)

30-5/16"
(770 mm) 
Max

24-1/2"
(622 mm) 
Max

3-9/16"
(90 mm)

24-1/2"
(622 mm) 
Max

4-3/8" 
(111 mm)

3-7/8"
(98 mm)

32-5/16"
(821 mm) 
Max

Product Diagram

UNDERSCORE® CUBE

UNDERSCORE® CUBE CABLE BATH DRAIN
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