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Small Single Function Body Spray

Models: A501, A501AN, A501AZ, A501BB, 

A501BN, A501HN, A501NL, A501ORB, A501P, 

A501PM, A501PW, A501ST, A501WR
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A501 Series
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DESCRIPTION
• Metallic spray face and shell
• Brass swivel ball assembly
• Available in chrome plated, antique nickel, antique bronze,

LifeShine® brushed bronze, LifeShine® brushed nickel, 
LifeShine® hammered nickel, nickel, oil rubbed bronze, 
LifeShine® polished brass, platinum, pewter or LifeShine®

satine or wrought iron finishes  
OPERATION
• Single spray function
FLOW
• Designed to deliver 1.75 gpm max (6.6 L/min) at 80 psi
STANDARDS
• Third party certified to ASME A112.18.1/CSA B125.1

and all applicable requirements referenced therein 
WARRANTY
• Warranted for one year against material or

manufacturing defects
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4-Function Massaging Handshower
w/Slide Bar & Bracket

Models: 3844, 3844BN, 3844ORB, 3844AZ

FINISHED
 WALL LINE

30-3/4"
(781mm)

Drop ell sold
separately

1-3/32"
(28mm)

VACUUM BREAKER
#A714

4-13/16" (122mm)
SPRAY HEAD

DIAMETER

10" (253mm)
SPRAY WAND

HEIGHT

DESCRIPTION
• Handheld shower (non-metallic)
• 69” double interlock spiral hose (metal)
• Vacuum breaker
• 30” slide bar with push button height selection
• Available in chrome, Lifeshine® brushed nickel,  oil rubbed

bronze or antique bronze finish
OPERATION
• 4-Function massage, vigorous, full and combination: rotate

outer ring to select
• Wall bracket rotates to adjust angle of hand shower
FLOW
• Designed to deliver 2.5 gpm (9.5 L/min) at 60 psi
STANDARDS
• Designed and manufactured to comply with the

requirements of: CSA B125.1, ASME A112.18.1 and
ASSE 1014 and all applicable specifications referenced therein 

WARRANTY
• Warranted for one year against material or manufacturing defects
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DROP ELL

Models: A725 series

DESCRIPTION
• Metal construction with a chrome plated, antique nickel,

brushed nickel, classic gold, platinum, satine, wrought iron,
polished brass, nickel brushed bronze, pewter, glacier or antique
bronze finish

WARRANTY
• Warranted for one  year against material

or manufacturing defects


