+ Aesthetic Appearance Suitable for Any Household’s Interior Design

+ High-Precision Water Temperature Control in 1°F Increments C

+ 24 Hour Time Scheduling for Space Heating
« Easy-to-Use Button Type Control
« Easy to read LCD display

Specifications

Applications: Under-Floor Heating System, Base Board Heating,
Radiator or Fan Heating, Air-Handler Hydro Heating System and More.
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ENERGY STAR ENERGY STAR ENERGY STAR

Heat Capacity (Input)

Min: 17,000 Btu/hr

Min:20,000 Btu/hr

Min:20,000 Btu/hr

Max: 150,000 Btu/hr

Max: 175,000 Btu/hr

Max: 199,000 Btu/hr

Flow Rate (DHW) 45°F Rise 6.2 GPM 7.3 GPM 8.4 GPM
77°F Rise 3.6 GPM 4.3 GPM 4.9 GPM
Dimensions (WxHxD) 17"%x28"%x 12" 17"%x28"x 12" 17"x28"x 12"
CAFUE Natural Gas .92 92 92
Propane Gas .90 .90 .90
Weight 74 bs 84 Ibs 84 Ibs

Installation Type

Indoor / Outdoor Wall-Hung

Venting Type

Direct Vent

Ignition Electronic Ignition
DHW Pressure (min-max) 15-150PSI
Heating Pressure (min-max) 7-30PSI

Gas Supply Pressure Natural Gas 55" W.C.~ 10.5" W.C.
(from source: min-max) | Propane Gas 10.5” W.C.~ 13.5" W.C.
Minimum Flow Rate (DHW) 0.5 GPM
Connection Sizes Heating Supply / Return 1"NPT

DHW Inlet / Outlet 3/4"NPT

Auto Feeder 1/2" NPT

Gas Inlet 3/4"NPT
Power Supply Main Supply 120VAC,  200W (max 2A)

Heat Exchangers

Primary Heat Exchanger: Stainless Steel

Condensing Heat Exchanger: Stainless Steel

Venting Exhaust (23”)

SCH 40 3" PVC, SCH 40 3" Polypropylene, SCH 80 3" CPVC

(0” Clearance) Intake (23”)

PVC, Flex Aluminum, Flex Stainless Steel, ABS

Warranty Period

* CH-180 ASME & CH-210 ASME Available December 2011

Heat Exchanger 10 years

Other Parts 5years

Toll Free (800) 51 9 - 8794



