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GﬂLD SERIES-OIL BOILER

> OUTSTANDING PERFORMANCE
(>» EASY TO INSTALL AND SERVICE

(>» MADE WITH WEIL-McLAIN QUALITY
APPLICATIONS INCLUDE:

Residential

Light Commercial
Multiple Boilers
Indirect-fired Water Heating
Radiant Heating
. And Much More

I WEIL-MLAIN

www.weil-mclain.com

SGO - Gold Series Oil Boiler
Weil-McLain

Steam with Tankless
Heater Option
Chimney Vent
MBH: 114-295

Avg. Efficiency: 83.8%
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GOLD SERIES-0IL BOILER
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(6) All boiler sizes use number 35-5-29 tankless heater. Tankless heater rating is
in gallons of water per minute, heated from 409F to 140°F with 200°F boiler
water temperature-tested in accordance with I-W-H Testing and Rating
Standard for Indirect Tankless Water Heaters Test with Boilers.

(7) Listed draft losses are for standard burner settings.
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Standard and Additional Equipment
Standard Equipment: Additional Equipment:
Limited 10 Year Warranty on Boiler Sections Electrical Junction Box With Wiring Harnesses High-Efficiency Flame-Retention Qil Burner
Factory Tested Junction Box Cover Plate With Service Switch (Beckett AFG, Carlin EZ or Riello). Specify
Factory-Assembled Cast Iron Sections with Two Vent Pipe Brackets 2-Stage Fuel Unit (optional) If Required.
the Following Parts Installed. (jacket and Drain Valve Tankless Heaters And Controls

collector hood are not assembled on 7-, Balanced Draft Damper
8- and 9- section blocks.)
¢Insulated Steel Jacket

Low Water Cutoffs (float or probe type)
SGO Steam Boilers: W-M 5 & 10 Year Homeowner Protection Plan

*Aluminized Steel Flue Collector Hood High Limit Pressure Control W-M Indirect-Fired Water Heaters
with Flue Cap On Top Outlet Low Water Cutoff (Float or Probe Type -P Units Only

#Swing-Away Burner Mounting Door 15 PSI ASME Rellef Valve (boiler sections tested

*Refractory Blanket And Target Wall in for 15 PSI working pressure)

i Steam Pressure Gauge
. /]| WEIL-McLAIN

Gauge Glass, Cocks And Guard

Inthe interest of continual improvements in product an
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d performance, Weil-McLain reserves the right to change specifications without notice.
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